
Series Testing Piece Modular Combination

50% Compression  
(lbf) Compatible Vehicle Note

Single Pair

UBS

UB13 UB1 UB3 9,965 19,930

Ram Pickup, Toyota Tacoma/Tundra, Nissan 
Frontier, Chevrolet Colorado, Ford Ranger, 

GMC Canyon, Mercedes Benz Sprinter

Some light trucks 
might need adapter

UB123 UB1 UB2 UB3 9,877 19,754

UB12F3F UB1 UB2F UB3F 3,471 6,942

UB1223 UB1 UB2 UB2 UB3 9,766 19,532

UB12223 UB1 UB2 UB2 UB2 UB3 9,622 19,244

UB1A3A UB1A UB3A Not Tested

Mercedes Benz Sprinter Rear
UB1A23A UB1A UB2 UB3A Not Tested

UB1A223A UB1A UB2 UB2 UB3A 5,058 10,116

UB1A2223A UB1A UB2 UB2 UB2 UB3A Not Tested

UB13A UB1 UB3A 10,906 21,812

Ford F150/250 (F250 2016 and above)
UB123A UB1 UB2 UB3A 9,368 18,736

UB1223A UB1 UB2 UB2 UB3A 10,049 20,098

UB12223A UB1 UB2 UB2 UB2 UB3A 9,622 19,244

MUBS

MUB12 MUB1 MUB2 2,893 5,786 Toyota Tacoma, Nissan Frontier, Chevrolet 
Colorado, Ford Ranger, GMC Canyon 

Not for loading or 
towing MUB122 MUB1 MUB2 MUB2 2,731 5,462

MUB1A2 MUB1A MUB2 2,383 4,766
Suburban, Tahoe, Yukon, Avalanche, Escalade, 

Silverado 2500, 3500

MUB1B2 MUB1B MUB2 1,385 2,770
Jeep Wrangler JK, Chevrolet/GMC Express/
Savana 1500 /2500 /3500 /4500, Silverado 

3500, GMC Sierra 3500

MUB1C2 MUB1C MUB2 832 1,664 Jeep Wrangler JK/JKU front

MUB1D2 MUB1D MUB2 1,113 2,226
Chevrolet 1999-2006 Silverado 1500, 2007 

Sliverado 1500 Classic, GMC 1999-2006 Sierra 
1500, 20078 Sierra 1500 Classic

UCSB
UCSB12344 UCSB1 UCSB2 UCSB3 UCSB4 UCSB4 1,754 3,508 All vehicle with Coil spring and the coil  

diameter is smaller than 3/4 inchesUCSBH12344 UCSBH1 UCSBH2 UCSBH3 UCSBH4 UCSBH4 1,789* 3,578* *20% Compression Load

CSB

CSB Not Tested
All vehicles with Coil springs  

and the coil diameter is smaller than 3/4 
inches

CSBPlus Not Tested

CSBPro Not Tested

CSBSuper Not Tested
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•	 All reports are based in single unit. The loading weight will double if install in pair.
•	 Actual SGS lab report is available for download

UBS MUBS UCSB
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Universal Modular Bump Stop Technical Report  (V2.0) 
WARNING: Common automotive safety practices are required during installation. Professionals with mechanical knowledge are recommended.  
Rubbershox is not responsible nor be held liable for incorrect or faulty installations.


